
KIRSAN
HİDROLİK KIRICILARI

Providing advantages to its users with its working
pressure, working weight, number of blows and
carrier machine weight, Kırsan Hydraulic Breakers
increases its recognition in the market day by day
with its performance in the field.

www.kirsankirici.com

Competitive price and trouble-free breaker

Low vibration silent breaker

Simple and easy maintenance

Fully enclosed and strong body

Strong , Reliable , Efficient ,  Durable



Breaker
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(kg)

Oil Flow
(l/min)
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(bar)
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Diameter
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(joule)

Impact Rate
(bpm)

Noise Level
(dB)

SB 10 0.5-2.8 110 15-30 150 90-120 1/2 40 203 800-1400 106

SB 20 1.2-3 150 20-40 150 90-120 1/2 45 271 700-1200 107

SB 30 2.4-4.5 200 25-50 150 90-120 1/2 53 406 600-1100 109

SB 35 3-5.5 250 30-60 150 100-130 1/2 58 500 500-1000 115

SB 40 4-8 320 40-70 170 110-140 1/2 68 677 500-900 109

SB 43 6-9 400 40-80 180 130-150 1/2 75 950 400-800 112

SB 50 11-16 950 80-110 200 150-170 3/4 100 2033 350-700 114

SB 70 16-24 1500 100-150 210 160-180 1 135 3423 350-600 120

SB 81 18-30 1900 120-180 210 160-180 1 140 4067 350-500 118

SB 100 25-33 2250 150-210 210 160-180 1 150 5423 300-450 120

SB 121 28-38 2600 180-240 210 160-180 1 1/4 155 6779 300-450 123
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(Operating Weight: Approximate bracket weight includes standard tip and hose weights.)

It breaks rocks but not hearts...  
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